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No. Scheme Boiler Feed Pump Remarks Electrical
Unit Capacity Options
One pump;
. . one boiler;
1 Simplex Single no standby
pump
For equal
. operation of
T%%%%??gf’ pumps: manual
2 i Duplex Single ! transfer switch
one pump is t tic
L standby or automati
alternation is
recommended
g é_. [—"D Two pumps;
two boilers;
. one pump
3 Duplex Single per boiler; no
standby
pump
——
[ [ -J Each pump For equal
[ SN capacity is operation of
i | sufficient for pumps: manual
4 13 \IJ(-_‘ Duplex Double two boilers. transfer switch
pat Feed water or automatic
valves are alternation is
required. recommended
= Manual
A One pump transfer switch
b T ; standby. recommended
it
5 1 Triplex Slsr:)gﬂglgr Feed water for standby
Eﬂ valves are pump to be
required. activated for
either boiler.

Notes:

1. A check valve must be installed on each pump discharge.

2. Careful consideration should be given to provide standby operation and sufficient receiver capacity.
3. For boiler connection details, refer to the boiler manufacturer’s information and piping diagrams.
4

Electrical controls shall be coordinated with boiler water level controller and feed water valve requirements.

Engineering Reference Notice

The information contained in this document is provided as a general engineering reference only. Users are responsible for verifying all

dimensions, capacities, ratings, codes, standards, and application requirements prior to equipment selection, installation, or operation. Penn
Pump & Equipment Company assumes no liability for errors, omissions, or the use of this information.




